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IP Sealed Custom 
Enclosure Solutions



Custom Engineered HMI Solutions 

for SCADA Systems:
DigiSign Industrial Workstations

HMI's provide an interface for machine control and monitoring in 
applications such as industrial controls, factory automation, and 
process control and are usually used in conjunction with SCADA 
systems.

HMI Maintenance Panel: HMI Kiosk Terminal:HMI Keyboard Console:

DigiSign HMI Industrial Workstations offer excellent quality and 
customised features that will withstand the harsh environments 
encountered in factory and industrial locations. With industry specific 
sheet metal, IP sealed enclosures to house the hardware. 

For more information please go to our website: www.brandwagon.co.za



DigiSign IP65 HMI Keyboard Console

Key features

• IP65 rated protection

• Multiple size options

• Fanless design (no moving parts)

• Built for harsh environments

• Stainless steel or powder-coated mild steel construction

• Flexible slide-in mounting system

• Rubber edging & neoprene sealing

• Water relay frame for added protection

What is the IP65 HMI Keyboard Console?

The IP65 HMI Keyboard Console is a rugged industrial operator 

station integrating an IP65 touch monitor with either an industrial PC 

or all-in-one Panel-PC.

Designed for SCADA and process control access on the plant floor, it 

delivers reliable performance in automation, manufacturing, and 

machine interface applications where durability is essential.

Customisation

• Industrial touch monitors or Panel-PCs

• RFID / biometric access

• UPS integration

• Custom enclosure configurations

Additional features

• Wall mount

• Square tubing bracket

• Floor pedestal

• Desktop configuration



DigiSign IP65 HMI Keyboard Console

Technical Drawing



Endura Stainless Steel  Panel-PC
Brandwagon offers rugged, customizable enclosures 
designed to withstand harsh  environments, ideal for 
protecting sensitive hardware in industrial settings.

What is the Stainless Steel Endura Panel-PC Enclosure? 

An IP-sealed stainless steel enclosure designed to protect the Endura Panel-PC in 

harsh industrial environments.

Ideal for automation, process control, and machine interface applications requiring 

reliable dust and water protection.

Key features

• Stainless Steel 304 or 316 construction

• Full IP sealing with neoprene protection

• IP68-rated connectors

• IP65 breathable vent

• Removable I/O plate

• External power button

• Removable back plate

• VESA mounting compatible

    

For additional technical details, 
refer to the Endura Panel-PC specifications.

Additional Features

Material Options

• F304 SS – Food, Pharma, General 

Industry

• 316 SS – Marine, Chemical, 

Corrosive environments

• Powder-coated mild steel available

Connectivity

• Power, RJ45, USB, RS232/485, 

HDMI (Configuration dependent)

Operating Conditions

• Dust, chemical & water resistant

• -10°C to 60°C operating range

• 95% non-condensing humidity



Endura Stainless Steel  Panel-PC
Technical Drawing



Digisign Kiosk Terminal
Brandwagon offers rugged, customizable enclosures 
designed to withstand harsh  environments, ideal for 
protecting sensitive hardware in industrial settings.

What is the Maintenance Panel?

The Maintenance Panel is an IP65-rated 

industrial operator station designed to 

provide direct access to SCADA and 

process control systems in harsh 

environments.

Developed for mining and heavy industry, 

it brings control functionality closer to 

operations while housing critical C&I 

equipment in a durable enclosure.

Key Features

• Modular industrial computer (fanless 

design)

• IP65-rated touch screen or Panel-PC

• 2mm 3CR12 powder-coated mild steel or 

stainless steel construction

• Surface floor mounting (10mm bolts)

• Natural airflow ventilation (forced option 

available)

• Designed for harsh industrial 

environments

l

Additional Features

Material & Finish

• 3CR12 mild steel with E-

coating & powder coating

• Stainless steel option for 

food & beverage 

environments

Customisation

• Modular industrial PC 

options

• Panel-PCs (10"–32")

• RFID / biometric access

• UPS integration

• Industrial keyboards & 

panel-mounted peripherals

Operating Environment

• Resistant to sunlight, dust, 

humidity & water spills

• Designed in accordance 

with IEC enclosure 

protection standards



Digisign Kiosk Terminal
Technical Drawing



Digisign ISOWall 
Keyboard Console

What is the Industrial ISOWALL Keyboard Console?

The Industrial ISOWALL Keyboard Console is an all-

in-one operator station designed for mounting onto 

ISOWALL composite panels.

It integrates a touch monitor, fanless industrial 

computer, and configurable hardware into a rugged 

enclosure for automation, process control, and 

machine interface applications.

Designed for durability and easy access, it features a 

concealed hinge door for simplified maintenance in 

demanding industrial environments.

Key Features

• Fanless Design  (no moving parts)

• Touch monitor options (10"–32")

• Designed for harsh environments

• Powder-coated mild steel or stainless steel 

construction

• Corrosion-resistant material options

• Low power consumption & compact footprint

• Concealed hinge access door for easy maintenance

Additional Features

Customisation Options

• Fanless industrial PCs 

or IoT gateways

• RFID / biometric access

• Barcode scanner

• Thermal printer (60mm / 

80mm)

• GSM / 3G / 4G / LTE 

modem

• UPS integration

• Industrial keyboard 

variants

Industries

• Manufacturing

• Agriculture

• Healthcare

• Pharmaceutical

• Food & Beverage

• Mining

• Chemical



Digisign ISOWall 
Technical Drawing



Digisign Industrial Rackmount
DigiSign Industrial Workstations

What is the Rackmount touch panel?

The Rackmount Touch Panel is an IP65-

rated industrial display designed for 

integration into standard 19" EIA racks.

It provides operators with high-quality visual 

access to process control and SCADA 

systems in a compact rack-mounted format, 

ideal for control rooms and plant 

environments.

Key Features

• 17.3" (1920×1080) or 19" (1280×1024) 

IP65 touch display

• Fits standard 19" EIA rack (7U / 9U height)

• Powder-coated 2mm 3CR12 mild steel 

bezel

• Stainless steel option available

• NEMA 1 enclosure rating

• High resolution, brightness & contrast

• Front surface mounting (8mm screws)

• Natural ventilation (forced option 

available)

• Available as a Panel-PC

Additional Features

Material Options

• 3CR12 powder-coated 

mild steel

• Stainless steel for food 

& beverage 

environments

Optional Accessories

• Fanless industrial 

processors

• KVM extenders

• DIN-rail power supply

• Screen protectors

• Industrial keyboards

Industries

• Mining

• Food & Beverage

• Healthcare

• Manufacturing

• Pharmaceutical

 



Pepsico 21.5” HMI Keyboard Console with Pedestal 



Döhler 21.5” HMI Keyboard Console 



FCA 23.8” HMI Keyboard Console Wall Mount 



FCD 21.5” HMI Keyboard Tray Console   with Pedestal 



FCD Barcode Printer Enclosure with Stand
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